NDUSTRI

Pneumatické brusky s klestinovym upinanim
Pneumatic Die Grinders
Druckluft-Schleifmaschinen mit Spannzange

Typ / Model / Typ GDA, GDB 070-... BX
Vykon / Power / Leistung: 0,7 kW (.94 HP)

GDA 070-190 BX

GDB 070-190 BX

DCZ 10152 5.2008



Provedeni / Design / Ausfiihrung
GDA 070 - 153 B X

L X = Pé4ckové spousténi/ Lever Valve / Hebelventil
B = Z&kladni provedeni / Basis Design / Basisausfiihrung
Otacky / Speed / Drehzahl x 100 [min-']; 153 = 15 300 min!
Viykon / Power / Leistung x 10 [W]; 070 = 700 W

A = Uhel / Angle / Winkel 90°
B = Uhel / Angle / Winkel 120°

> Bruska s klestinovym upinanim
Grinder with Collet / Schleifmaschine mit Spannzange

Typ / Model / Typ GDA 070-153 BX GDA 070-190 BX GDA 070-230 BX

Obj.¢. / Part No. / Bestell.-Nr. 830497 A 830497 C 830497 E

Typ / Model / Typ GDB 070-153 BX GDB 070-190 BX GDB 070-230 BX -
Obj.¢. / Part No. / Bestell.-Nr. 830497 B 830497 D 830497 F

Otacky naprazdno

in-1
Speed (no load) min (M) 45 300 19000 23000

Drehzahl (Leerlauf)

Max. vykon

Max. power output kw (hp) 0,7 (.93) 0,7 (.93) 0,7 (.93)

Max. Leistung

Spotfeba vzduchu naprazdno
Air consumption (no load) m3.min” (cfm) 0,5 (17.65) 0,5 (17.65) 0,5 (17.65)
Luftverbrauch (Leerlauf)

Svétlost pfivodni hadice
Required hose 1.D. mm (in) 10 (13/32%) 10 (13/32%) 10 (13/32%)
Schlauchweite

Hmotnost brusky
Weight of tool kg (bs) 1,0 (#2.20) 1,0 (#2.20) 1,0 (#2.20)
Gewicht der Maschine

Max. @ brousiciho téliska
Max. @ of grinding tip mm (in) 50 (2%) 50 (2 40 (1-9/16%)
Max. @ of Schleifkdrpers

Max. @ tvrdokovové frézy
Max. @ of grinding insert mm (iny 16 (1/4%) 16 (1/4%) 16 (1/4%)
Max. @ of Hartmetallfrésers

Hladina akustického tlaku
Noise level dB (A) 81,4 81,4 81,4
Schallpegel

Délka privodni/vyfukové hadice
Length of supply/exhaust hose m (in) 2A1 (78.74/39.37) 21 (78.74/39.37) 211 (78.74/39.37)
Zu/Abluftschlauch-Lénge

Rozméry @ DxL
Dimension @ DxL mm (in)
Abmessungen @ DxL

Technicka data pfi pracovnim pretlaku stlaceného vzduchu 6,3 barti / Specifications at 90 psi (6,3 bar) / Leistungsdaten bei 6,3 bar Betriebsdruck
Zékladni vybaveni / Standard Equipment / Normalzubehor

Nazev / Name / Bezeichnung Objednaci €islo / Part Number / Bestellnummer

@ 41x192x151 (©1.6x7.6x5.95) © 41x192x151 (D1.6x7.6x5.95) @ 41x192x151 (@1.6x7.6x5.95)
@ 41x148x151 (©1.6x5.8x5.95) @ 41x148x151 (1.6x5.8x5.95) @ 41x148x151 (@1.6x5.8x5.95)

Klestina / Collet / Spannzange @ 6 mm 315018
KIi¢ / Wrench / Schliissel 14 mm 800410
Kli¢ / Wrench / Schliissel 17 mm 800405

PfisluSenstvi na objednavku / Optional Accessories / Optionales Zubehor

Nazev / Name / Bezeichnung Objednaci €islo / Part Number / Bestellnummer

DEPRAG CZ a.s., T.G. Masaryka 113, 507 81 Lazné Bélohrad - Czech Republic - Tschechische Republik
Tel: +420-493 771 511, Fax: +420-493 771 623, E-mail: sales@deprag.cz
Internet: www.depragindustrial.com, www.deprag.com, www.collets.cz

Technické zmény vyhrazeny / Specifications subject to change without pri

Klestina / Collet / Spannzange @ 8 mm 315073 g
Klestina / Collet / Spannzange @ 9 mm 315089 §
KleStina / Collet / Spannzange @ 3/16“ 315088 E
Klestina / Collet / Spannzange @ 1/4° 315074 g
Klestina / Collet / Spannzange @ 5/16“ 315090 g

E



